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1.0 INTRODUCTION

1.1 Purpose

CDF assemblies are keyed (reference designators) for flight use to facilitate
proper connections.  When the assemblies are used in testing, keys must often
be removed in order to connect them to other hardware.  This procedure
contains detailed steps necessary to remove the alignment keys from a CDF
assembly in the Pyrotechnic Shock Facility in building 4619.

The Pyrotechnic Shock Facility is located in Rooms 170, 170A and 170B of
Building 4619.  Room 170A is designated as the Control Room.  All CDF
assembly key removal activities will be in Room 170.

PYROTECHNIC SHOCK FACILITY

BUILDING 4619
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1.2 Scope

This document contains the steps to prepare the facility, remove the key, and
follow in the event of an accidental detonation.
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2.0 SAFETY

2.1 Emergency Telephone Numbers

MSFC Medical Center 4-2390
Ambulance   911
Fire   911
Security 4-4357
Safety 4-0046

See Section 6.0 for emergency procedures.

2.2 PYROTECHNIC RELATED SAFETY REQUIREMENTS

Once the CDF assembly has been moved to Room 170 of Building 4619, strict 
access control requirements will be initiated for that area.  These requirements
are briefly outlined as follows:

2.2.1 No personnel will be allowed in hazardous areas (Rooms 170, 170A, and 170B 
of building 4619) without the specific authorization of the ED27 Test Engineer.

2.2.2 Eye protection and hearing protection will be utilized by all personnel entering 
an area containing unstored pyrotechnic devices.

2.2.3 During CDF assembly key removal operations, all unnecessary personnel will 
be evacuated from the hazardous area.

2.2.4 The CDF assembly is not susceptible to RF or static discharge.

2.2.5 Care should be taken to prevent excessive heat buildup in the CDF assembly.

3.0 REFERENCE DOCUMENTS

ED27-SHK-SOP-001 Pyrotechnic Shock Facility

4.0 GENERAL REQUIREMENTS

4.1 The Test Engineer will be in charge of all preparations and activities.

4.2 All activities will be coordinated with the Test Engineer.

4.4 All changes to the procedure will be coordinated with the Test Engineer and the
SR&QA Department.
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4.5 The Test Engineer will assure that operations involving explosives are restricted
to certified personnel in accordance with ED27-OWI-006.

5.0 OPERATIONAL PROCEDURE

5.1 All unnecessary personnel will be evacuated from the hazardous area.

5.2 Turn on outside red warning light.

5.3 Personnel handling the CDF assembly will be wearing hearing and eye
protection as well as leather gloves.

5.4 Place the CDF Assembly Key Removal Fixture at the north end of room 170 with
the open tube end pointed toward the far end of the room.

5.5 Remove one CDF assembly from the temporary storage in Room 170B of 
Building 4619 and transport to Room 170.

5.6 Examine the CDF assembly for damage.

5.7 Place the end of the CDF assembly not being modified into the lower left hand 
CDF tip holder of the Key Removal Fixture and hand tighten the tip end
connector nut.

5.8 Move the tip end connector nut behind the backshell.  Carefully clamp the end
tip to be modified into the right side of the fixture.  The clamp should only contact
the metallic section of the end tip between the shoulder and the crimped area of
the backshell.  See Figure 2 for a graphic description of a CDF assembly.

5.9 Carefully adjust the Key Removal Fixture until the end tip of the CDF assembly 
has been inserted into the tube 1/2 of an inch.

5.10 The key should be removed with slow deliberate strokes of a standard metal file.
Care should be taken not to generate heat that is detectable by touch.  Do not 
remove metal below flush with the end tip barrel during the filing operation.

Note: Complete removal of the key may not be required.  Terminate the
operation when the CDF end tip can be completely inserted into the mating part.

5.11 After the key has been sufficiently modified, remove the end tip and inspect the 
CDF assembly for damage.  Go to step 5.7 and repeat this procedure if both
end tips require modifying.  Otherwise, repackage the CDF assembly in the
original storage material.
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5.12 Return the CDF assembly back to the temporary storage in Room 170B of 
Building 4619.

5.13 If there are no more CDF assemblies to be modified, remove personal protection
devices and turn off the outside red warning light.

6.0 EMERGENCY PROCEDURES

6.1 During transporting and key removal of CDF Assembly

Personnel will immediately stop operations and evacuate the hazardous area 
when:

a.  A fire exists in the immediate vicinity.

b.  A tornado or severe weather is reported in the vicinity.

c.  Loss of facility power or lights occurs in the test area.

6.2 After Accidental Ordnance Detonation

The following actions will be taken in the event of an accidental detonation of the
CDF Assembly.

a.  Evacuate any injured and all other personnel from the area.

b.  Provide emergency first aid as needed.

c.  Call ambulance and/or fire department (911) if required.

d.  Notify the ED27 Test Engineer and Safety (4-0046).

7.0 APPENDICES

APPENDIX A Data Sheets

APPENDIX B CDF Assembly Key Removal Fixture Drawings
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APPENDIX A

DATA SHEETS
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APPENDIX B

CDF ASSEMBLY KEY REMOVAL

FIXTURE DRAWINGS
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